
Fixture photometric table

m ft m ft m ft Lux Footcandle

Field: 48° 1.00 m 3.3 ft 0.9 m 2.9 ft 0.3 m 1.0 ft 3500 lx 325 fc

Beam: 18° 1.53 m 5.0 ft 1.4 m 4.5 ft 0.5 m 1.6 ft 1495 lx 139 fc

Magnification (mf): 0.32 x 3.05 m 10.0 ft 2.7 m 8.9 ft 1.0 m 3.2 ft 376 lx 35 fc

Candelas: 3500 Cd 3.95 m 13.0 ft 3.5 m 11.5 ft 1.3 m 4.1 ft 224 lx 21 fc

Lumens: 700 lm 4.56 m 15.0 ft 4.1 m 13.3 ft 1.4 m 4.7 ft 168 lx 16 fc

Watts: 33 w 6.10 m 20.0 ft 5.4 m 17.8 ft 1.9 m 6.3 ft 94 lx 9 fc

Lumen/w: 109.6 lm/w 6.85 m 22.5 ft 6.1 m 20.0 ft 2.2 m 7.1 ft 75 lx 7 fc

CRI Ra: 90 7.63 m 25.0 ft 6.8 m 22.3 ft 2.4 m 7.9 ft 60 lx 6 fc

TM-30 Rf / Rg:  / 9.15 m 30.0 ft 8.1 m 26.7 ft 2.9 m 9.5 ft 42 lx 4 fc

Duv: 0 10.07 m 33.0 ft 9.0 m 29.4 ft 3.2 m 10.5 ft 35 lx 3 fc

m ft m ft m ft Lux Footcandle

Field: 48° 1.00 m 3.3 ft 0.9 m 2.9 ft 0.3 m 1.0 ft 7100 lx 660 fc

Beam: 18° 1.53 m 5.0 ft 1.4 m 4.5 ft 0.5 m 1.6 ft 3033 lx 282 fc

Magnification (mf): 0.32 x 3.05 m 10.0 ft 2.7 m 8.9 ft 1.0 m 3.2 ft 763 lx 71 fc

Candelas: 7100 Cd 3.95 m 13.0 ft 3.5 m 11.5 ft 1.3 m 4.1 ft 455 lx 42 fc

Lumens: 1400 lm 4.56 m 15.0 ft 4.1 m 13.3 ft 1.4 m 4.7 ft 341 lx 32 fc

Watts: 65 w 6.10 m 20.0 ft 5.4 m 17.8 ft 1.9 m 6.3 ft 191 lx 18 fc

Lumen/w: 109.6 lm/w 6.85 m 22.5 ft 6.1 m 20.0 ft 2.2 m 7.1 ft 151 lx 14 fc

CRI Ra: 90 7.63 m 25.0 ft 6.8 m 22.3 ft 2.4 m 7.9 ft 122 lx 11 fc

TM-30 Rf / Rg:  / 9.15 m 30.0 ft 8.1 m 26.7 ft 2.9 m 9.5 ft 85 lx 8 fc

Duv: 0 10.07 m 33.0 ft 9.0 m 29.4 ft 3.2 m 10.5 ft 70 lx 7 fc

m ft m ft m ft Lux Footcandle

Field: 48° 1.00 m 3.3 ft 0.9 m 2.9 ft 0.3 m 1.0 ft 10700 lx 994 fc

Beam: 18° 1.53 m 5.0 ft 1.4 m 4.5 ft 0.5 m 1.6 ft 4571 lx 425 fc

Magnification (mf): 0.32 x 3.05 m 10.0 ft 2.7 m 8.9 ft 1.0 m 3.2 ft 1150 lx 107 fc

Candelas: 10700 Cd 3.95 m 13.0 ft 3.5 m 11.5 ft 1.3 m 4.1 ft 686 lx 64 fc

Lumens: 2100 lm 4.56 m 15.0 ft 4.1 m 13.3 ft 1.4 m 4.7 ft 515 lx 48 fc

Watts: 98 w 6.10 m 20.0 ft 5.4 m 17.8 ft 1.9 m 6.3 ft 288 lx 27 fc

Lumen/w: 109.6 lm/w 6.85 m 22.5 ft 6.1 m 20.0 ft 2.2 m 7.1 ft 228 lx 21 fc

CRI Ra: 90 7.63 m 25.0 ft 6.8 m 22.3 ft 2.4 m 7.9 ft 184 lx 17 fc

TM-30 Rf / Rg:  / 9.15 m 30.0 ft 8.1 m 26.7 ft 2.9 m 9.5 ft 128 lx 12 fc

Duv: 0 10.07 m 33.0 ft 9.0 m 29.4 ft 3.2 m 10.5 ft 106 lx 10 fc

Fixture model Throw Distance Field Spread Beam Spread Full On
ColorSpan2 1200 IP20

Fixture model Throw Distance Field Spread Beam Spread Full On
ColorSpan2 800 IP20

Fixture model Throw Distance Field Spread Beam Spread Full On
ColorSpan2 400 IP20


